
13U Audio Pty Ltd
www.3uaudio.com

TEAL CM1

The TEAL CM1 is a fixed cardioid large diaphragm condenser microphone for home recording, live sound 
and professional studio applications. When used for the acoustic guitar, the microphone’s airy top end and 
warm bottom end will create a sweet, natural sound.

The TEAL CM1 is also recommended for lead/solo vocals, speech, violin, viola, grand/jazz piano and 
classical orchestra applications.

Features
 ● Warm, extra airy, natural and un-colored sound style
 ● Externally polarized pressure gradient condenser capsule
 ● Single gold sputtered large diaphragm
 ● Fixed cardioid pattern
 ● Switchable low frequency roll-off: flat, 75Hz or 150Hz
 ● Switchable pre attenuation: 0, -8dB or -16dB
 ● Fully discrete transformerless circuitry with high quality electronic components including Toshiba FET, 

Wima film capacitors and Panasonic electrolytic capacitors
 ● Low self-noise: 6dBA
 ● Wide dynamic range: 133dBA
 ● Maximum SPL: 139/147/155dB (@1kHz 1kΩ 0.5% THD, 0/-8/-16dB)
 ● Matched pair available
 ● Three years full manufacturer warranty, online registration required
 ● Fourteen (14) days full manufacturer risk-free return policy
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Specifications
Acoustical Principle Externally Polarized Pressure Gradient Transducer
Directional Pattern Cardioid
Frequency Range 20 Hz~20 kHz

Sensitivity 25mV/Pa or -32dB
Output Impedance 100Ω

Rated Load Impedance ≥1kΩ
Low-Cut Filter Flat, 75Hz or 100Hz

Pre attenuation Pad 0, -8dB or -16dB
Maximum SPL 139/147/155dB (@1kHz 1kΩ 0.5% THD, 0/-8/-16dB)

Maximum output 16dBu @1kHz, 1kΩ, 0.5% THD
S/N Ratio 88dBA (IEC651)

Equivalent Noise 6dBA (IEC651)
Dynamic Range 133dBA (IEC651)

Power Requirement 48V Phantom
Current <5mA

Connector 3-Pin Gold-Plated XLR
Weight 420g

Diameter 50mm
Length 210mm


