
13U Audio Pty Ltd
www.3uaudio.com

Warbler

The Warbler is a fixed cardioid large diaphragm condenser microphone with multiple voicings.

Applications
 ● Lead/solo vocals, speech, electric guitar, acoustic/electric bass, saxophone, brass and drum 

applications.

Features
 ● Switchable airy sound styles: Vocalist 1, Vocalist 2 and Vocalist 3
 ● Fixed cardioid pattern
 ● 34mm center terminated externally polarized pressure gradient condenser capsule
 ● Single gold sputtered large diaphragm
 ● Hand-assembling capsule and hand-soldering PCB
 ● Vintage style transformer
 ● Low frequency roll-off switchable between flat and 120Hz
 ● Selectable pre attenuation: 0 or -10dB
 ● Reduced sibilance
 ● Fully discrete Class A circuitry with high quality electronic components on signal path including 

Fairchild FET, Dale resistors and Wima capacitors
 ● Matched pair available
 ● Three years full manufacturer warranty, online registration required
 ● Fourteen (14) days full manufacturer risk-free return policy
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Specifications
Acoustical Principle 34mm Externally Polarized, Pressure Gradient Transducer
Directional Pattern Cardioid
Frequency Range 20 Hz~20 kHz

Sensitivity -35dB or 18mV/Pa
Output Impedance 200Ω

Rated Load Impedance ≥1kΩ
Low-Cut Filter Flat and 120Hz

Pre attenuation Pad 0dB and -10dB
Maximum SPL 119/129dB @1kHz, 0.5% THD, 0/-10dB

S/N Ratio 79dBA (IEC651)
Equivalent Noise 15dBA (IEC651)
Dynamic Range 104dBA (IEC651)

Power Requirement 48V Phantom
Current 4mA

Connector 3-Pin Gold-Plated XLR
Weight 550g

Diameter 52mm
Length 218mm


